
G9 UFO Highbay Fixture      100W, 150W, 200W, 240W

Features

▪ Saves up to 70% energy as compared to existing 
highbay fixtures
▪ Stylish and modern design and a lower profile
▪ Designed for indoor lowbay or highbay application
▪ IP65 rated for dry, damp, and wet locations
▪ Die-cast aluminum housing 
▪ Microwave motion sensor optional
▪ Daylight sensor optional
▪ Yoke mount bracket optional
▪ Aluminum reflector optional
▪ PL reflector optional

Product Compliance & Certifications: 
▪ UL
▪ DLC Premium

Ordering Information
Product #

AL-HBS10W5YAD-AO
AL-HBS15W5YAD-AO
AL-HBS20W5YAD-AO
AL-HBS24W5YAD-AO
AL-HBS10W5YCD-AO
AL-HBS15W5YCD-AO
AL-HBS20W5YCD-AO
AL-HBS24W5YCD-AO

Wattage

100W
150W
200W
240W
100W
150W
200W
240W

Lumen

15000
22500
30000
36000
15000
22500
30000
36000
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Description

Aleddra’s  new Gen9 UFO luminai re  features a  sty l ish  
des ign and a  lower  profile .  I t  is  des igned for  any 
indoor  lowbay or  h ighbay appl icat ions.  I t  can be 
ef fect ive ly  used in  many indoor  appl icat ions such as 
warehouses ,  commercia l  fac i l i t ies ,  exh ib i t ion  ha l ls ,  
reta i l  s tores ,  schools ,  gymnasiums or  any open ce i l ing  
des ign.  I t  saves up to  70% energy as  compared to  the  
ex ist ing h ighbay fixtures and comes with  5-year  
warranty.  

Specifications

LED Type  Lumileds

Efficacy  150 LPW

Wattage  100W, 150W, 200W, 240W

Color   5000K

CRI   > 80 

Power Factor > 0.93

Input Voltage 120/277V, 480V

Operating Temp. -22ºF ~ 122ºF

Dimming  1-10V dimmable

IP Rating  IP65

Beam Angle  120º / 60º / 90º

Warranty  5-year / 50,000 hours

Input Voltage

120/277V
120/277V
120/277V
120/277V
480V
480V
480V
480V

Dimensions

5.27”

2.52”

12.6”

5.16”
2.52”

12.6”

200W / 240W100W / 150W
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