262+3

1D _ LED SHOEBOX LIGHT

LIGHTING WHOLESALE INC.

B ADVANTAGE

e\Wattage switchable: 40/60/80/100W
80/100/120/150W  150/180/200/240W
150/200/240/300W 240/300/400/480W
oCCT switchable: 3000K/4000K/5000K
oETL& DLC 5.1 listed

¢0-10V dimmable

eWaterproof: IP65

ePF>0.90, CRI>80

elnput voltage: AC120-277V

eLumen : 150Lm/W

Application: Outdoor basketball court, tennis court. - , .
88 [ A) [oroeo @ @M. | (5] é
BA&Dinton court, the football field, etc. Wet Dimmable m o | | e | | L

location 5005344

B DIMENSIONS B DETAILS
58345 . Features
225402
= ®Qutput constant current lever can be
%‘ i ¥ adjusted through output cable with 0-10V.
= 7243 ®No UV or IR in the beam.
[2.83"+0.12]
®Easy to install and operate.
7243 5 H
(283 0. 12°] Energy saving, long lifespan.
AM YM ®Light is soft and uniform, safe to eyes.
®Instant start, NO flickering, NO humming.
Green and eco-friendly without mercury.
616£5 61245
e e — Accessories
g% g ®Photocell, Mount Bracket, Short Cap

Certifications
[5.59012]

@®DLC5.1 premium.
®Comply with the requirements of the Standard(s) for

Luminaires and are identified with the cETL Listed
A&D DM Mark.
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LED SHOEBOX LIGHT

B SPECIFICATION

-

i g

YM

Mount Bracket

e AM, DM, YM, A&D Bracket for option.

Photocell

e Photocell activates fixture when ambient
level of light is detected.

Shorting Cap

e For use when photocell is not needed.

DM-SB40/60/80/100W 40W/60W/80W/100W 3000K/4000K/5000K 150Lm/W
-3450K switchable switchable
DM-SB80/100/120/150W 80W/100W/120W/150W 3000K/4000K/5000K 150Lm/W
-3450K switchable switchable
DM-SB150/180/200/240W 150W/180W/200W/240W 3000K/4000K/5000K

. . 150Lm/W
-345K switchable switchable
DM-SB150/200/240/300W 150W/200W/240W/300W 3000K/4000K/5000K 150Lm/W
-3450K switchable switchable
DM-SB240/300/400/480W 240W/300W/400W/480W 3000K/4000K/5000K 150Lm/W
-3450K switchable switchable

| ACCESSO RIES (order separately)

M Photocell [ Mount Bracket 1 short Cap
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LED SHOEBOX LIGHT

H PACKING INFO

PACKING 1PCS/CARTON (1PC/BOX) PALLET CONTAINER

“ y— s - m—, [r—— p—

22.05%12.99%6.69” 6.6 8.8 1008 2086 2254
M 30.71*18.31*7.09” 10.3 12.3 59 59 714 1470 1608
30.71*18.31*7.09” 1140
“ DIMENSION(INCH) [ N.W(LBS) | G.W(LBS) PCS/CTN 20’GP(PCS) | 40’GP(PCS) | 40HQ(PCS)
1
AISIO;;SSI:Z ; 17.52*7.76*7.68” 0.2 0.8 10pcs/ctn
100-
D&o;;ggli/ ; 19.88*17.99*7.8" 24.9 25.31 10pcs/ctn - - -
iol\fl"sgz\ﬁét 14.76*10.63*7.28" 12.9 11.33 10pcs/ctn - - -
:gg‘;?gi’et 19.69*16.54*7.87" 25.7 26.06 10pcs/ctn - - -
42?;/:@:“ 17.91*8.19*7.87” 18.88 19.86 10pcs/ctn - - -
42?;’:@'[\/' 13.98*11.42*10.16” 17.65 18.54 6pcs/ctn - - -
YIVI4880r\aIu\::ket 16.93*7.87*7.87" 9.10 9.59 6pcs/ctn - - -
a0 19.09%11.22*8.46" 19.00 20.00 S5pcs/ctn - - -

A&D Bracket

Tolerance of Carton Size: £15 MM +0.59inch], Tolerance of Weight: +10%.
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LED SHOEBOX LIGHT

B INSTALLATIONS

Installation of LED Lamps:

1. ADJUSTABLE FITTER MOUNTING (AM)

Step 1: Loosen the four bolts on AM bracket, connect the wires correctly, and pull the wires into the poles.(Figure 9 )
Step 2: Place the bracket into the pole and lock the four bolts.(Figure 10)

Notice: Adjustable angle is 0-90°(Figure 9 )

Figure 9 Figure 10

2. ADJUSTABLE FITTER MOUNTING & DIRECT MOUNTING (A&D)

2.1 ADJUSTABLE FITTER MOUNTING

Step 1: Remove the spare parts from A&D bracket. (Figure 11)

Step 2: Loosen the four bolts on A&D bracket, connect the wires correctly, and pull the wires into the poles.(Figure 12)

Step 3: Place the bracket into the pole and lock the four bolts. (Figure 12) Notice: Adjustable angle is 0-90°(Figure 12)

A&D Bracket Spare Part

Lamp  Locking bolt

Figure 11 Figure 12

2.2 DIRECT MOUNTING

Step 1: Remove the four bolts from A&D bracket, remove the four rubber plugs from installation bar, put the four rubber plugs on the place where the fours bolts were
previously placed on the bracket for waterproof purpose(Figure 13)
Step 2: Fix A&D bracket to square pole with bolt, open the cover of A&D bracket junction box, pull the wire into bracket junction box, connect the wire properly and cover the

junction box. (Figure 14)

g?& Adjusting bolt

Rubber plug = A&D Bracket

A8D Bracket

Installation bar

Round Pole

Figure 13 Figure 14 Figure 15

3. DIRECT MOUNTING (DM)

Step 1: Fix DM bracket to square pole with bolt, open the side lid of DM bracket, pull the wire into junction box, and connect the wire correctly. ( Figure 16)
Step 2: Put the connected wire into the junction box, then cover the junction box.( Figure 17)

Notice: Adjustable angle is 0-35°(Figure 16). Same as round pole installation, please remember to remove the silicon plate when install the fixture in round

pole( Figure 18)

DM Bracket Lamp

Silicon Plate
Junction Box ~ SideLid

Round Pole

Figure 16 Figure 17 Figure 18
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4. YOKE MOUNTING (YM)
Step 1: Drill holes on the wall as shown. (Figure 19)
Step 2: Knock the expansion bolts into the wall.(Figure 20)

Step 3: Connect the fixture to the bracket and tighten the screws; connect the wires properly and put them into junction box. (Figure 21)

gy

Adjusting Bolt

Notice: Adjustable angle is 0-90°(Figure 21)

Expansion Bolt YM Bracket

Figure 19 Figure 20 Figure 21

Installation Instructions with different brackets:

1. ADJUSTABLE FITTER MOUNTING (AM)

Step 1: Remove the bracket mounting screws on the fixture and run the wires through the bracket. (Figure 1) Step 2: Install the bracket on the fixture. (Figure 2)
2. ADJUSTABLE FITTER MOUNTING & DIRECT MOUNTING (Aé&D)

Step 1: Remove the bracket mounting screws on the fixture,open the side lid of bracket and run the wires through the bracket. (Figure 3) Step 2: Install the

bracket on the fixture, then cover the side lid and tighten it . (Figure 4)

Figure 1 Figure 2 Figure 3 Figure 4

3. DIRECT MOUNTING (DM)

Step 1: Remove the bracket mounting screws on the fixture,open the side lid of bracket and run the wires through the bracket. (Figure 5) Step 2: Install
the bracket on the fixture, then cover the side lid and tighten it . (Figure 6)

4. YOKE MOUNTING ( YM ) Step 1: Remove the bracket mounting screws on the fixture and run the wires through the bracket. (Figure 7) Step 2:
Install the bracket on the fixture. (Figure 8)

Figure 5 Figure 6 Figure 7 Figure 8

Instructions for Photocell

When the photocell function is required,photocell should be installed on the back of lamp;When it’s not required,shorting cap should be installed on the

back of lamp (Figure 22)

Shorting cap
Photocell

Figure 23
3 Induction Module
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LED SHOEBOX LIGHT

The Average Illuminance Effective Figure Luminous Intensity Distribution Curve
DM-SB40/60/80/100W-3450K ———
o 160170_180 170,44

ini - B o
Minimum Watt 40w 1.0m | 248.14/ 2973.941x A 7.97m / 49.89sa.m 14&59_("\--’.1 ,_,"I__qfh?}fol&m
Maximum Watt 100 W 2.0m | _62.04/ 743.481x [,\ 15.94m / 199.56s9.m %<¥ \

/ A\

PF 0'9 3.0m 27.57/ 330.44Ix /, fofofo }! 23.91m / 449.00sq.m

CRI 80 4.0m 15.51/ 185.87Ix /j:\ 31.88m / 798.22sg.m
THD 15% m
5.0m 9.93/ 118.96Ix e —— 39.85m / 1247.22sq.!

Flux 12379Im o
Efficacy (AC) 123 Im/W
7.0m
Minimum CCT 3000K
8.0m Xl
Maximum CCT 5000K
9.0m
Voltage Range 120-277 V Unit: cd
. ° o 10.0m Average Diffuse Angle(50%): 122.1°
Working temperature -4°F~113°F SOCIB0 s
5 5 Height Avg./Nadir. E Beam Angle:151.8° Diameter / Area
Storage temperature -40°C~80°C
The Average Illuminance Effective Figure Luminous Intensity Distribution Curve
DM-SB80/100/120/150W-3450K o Ot 17558 871
70 180 17
Minimum Watt 80 W 1.0m | 247.30/ 4221.53Ix /\ 9.52m / 71.16sg.m 150160i‘_'d-1__ _T"H-?lsulso
MaXimum Watt 150 W 2.0m 61.82/ 1055.38Ix /[:\\ 19.04m / 284.66sq.m
PF 0.9
3.0m 27.48/469.061x 28.56m / 640.48sq.m
CRI 80
4.0m 15.46/263.85Ix | e
THD 15%
5.0m 9.89/168.86lx 0 [ e
Flux 17598 Im
Efficacy (AC) 117 Im/W e
Minimum CCT 3000K o
Maximum CCT 5000K i
Voltage Range 120-277 V o Unit: od
Working temperature 4°F~113°F g0 Average Diffuse Angle(50%): 125.0°
) . _ C0-C180 ——C90-C270
Storage temperatu re _40 C ~80 C Height Avg./Nadir. E Beam Angle:156.3° Diameter / Area

DM-SB150/180/200/240W-3450K The Average Illuminance Effective Figure Luminous Intensity Distribution Curve
Flux Out: 30070.44Im

Minimum Watt 150 W ) A I 150}?91»\397’18{713?.15”150
Maximum Watt 240 W o P— [_\ P
< 80 4.0m | 39.11/459.92Ix [::\ 31.29m / 768.84sq.m]
;HD ;ngl Sty
ux m
Efficacy (AC) 125 Im/W o
Minimum CCT 3000K o
Maximum CCT 5000K o
Voltage Range 120-277 V = i
Working temperature -4°F~113°F .om Average Diffuse Angle(50%): 119.4°
Storage temperature -40°C~80°C o e SOHVERES S co-cs e
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D|V|-53150/200/240/300W-3450K The Average Illuminance Effective Figure Luminous Intensity Distribution Curve

Minimum Watt 150 W /\ 160170 180 17015,
1.0m | 751.11/ 8999.45Ix 7.89m / 48.90sa.m 150 _~ \ [ =130
Maximum Watt 300 W ﬂ
2.0m | 187.78/ 2249.861x o 15.78m / 195.59sq.m
PF 0.9 / \
3.0m| 83.46/999.94x | _____ 23.67m / 440.07sq.m|
CRI 80 m
4.0m | 46.94/ 562.47Ix —— 31.56m / 782.35sq.m
THD 15%

30.04/ 359.98Ix 39.45m / 1222.43sq.!

Flux 36726Im >
Efficacy (AC) 122 Im/W 6.0
Minimum CCT 3000K 7.0m
Maximum CCT 5000K 8.0m
Voltage Range 120-277V 0.0m
Working temperature -4° F~113°F T
Storage temperature -40°C~80°C

Unit: cd
=h Average Diffuse Angle(50%): 118.5°

9.27/111.10Ix

C0-C180 ——(90-C270

Height Avg./Nadir. E Beam Angle:151.6° Diameter / Area

DM-SBZ40/300/400/480W-3450K The Average Illuminance Effective Figure Luminous Intensity Distribution Curve

Minimum Watt 240 W . A e

Maximum Watt 480 W vor | srass) aemo ﬂ ‘ot 2912150

o -

Efficacy (AC) 116 Im/W "

Minimum CCT 3000K

Maximum CCT 5000K -

Voltage Range 120-277 V o Unit: cd
Working temperature 4°F~113°F oo liwir i e
Storage temperature -40°C ~80°C RS PSS SR
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