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Specifications

® Input Voltage: 100-277V/347Vac; 50/60Hz
® [nput Current:100mA max.
® [nput Power Rating:7W max.

® Qutput Voltage:25V-230Vdc
® Qutput Power:30W max.

® Recharge Time:24Hrs

® Discharge Time: >1.5H

® \Warranty:5 Years

Ambient Temp: Li-ion:32~122°F(0~50°C);
Ni-MH: 41~149°F(5~65°C)

Weight:0.908 Ibs(0.41kg)

® Surge protection:Line-Neutral 3KV

Output Output | Battery
Model NO. Voltage | Power | Type
EMBO8TT-050 W
EMB15TT-050 15W
DC25-50V
EMB20TT-050 20W
EMB30TT-050 30W
EMBOS8STT-080 swW
EMB15TT-080 15w
EMB20TT-080 DC51-80V 20W
EMB30TT-080 30W Li-ion
EMBO8TT-155 W /NI-MH
EMB15TT-155 15W
DC81-155V
EMB20TT-155 20W
EMB30TT-155 30W
EMBO8TT-230 8W
_ 15W

EMB15TT-230 DC155-230V

EMB20TT-230 20W
EMB30TT-230 30W
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Features

® UL Listedforusandcanada
® |isted to UL924 and testedto CSAC22.2 NO.141

Field or factory installation
® High voltage output
® | ow energyconsumption CEC compliance
® Constantoutput power
® Self-testing
® Battery:Overtemperature protection

Dimensions

Case-7.3'""x1.5"x0.98"(186mmx38mmx25)
Mounting center-7.0"(179mm)
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Wiring Diagram
WALL SWITCH
Driver - WIRING DIAGRAM 1
BLACK LED DRIVER orver s
WHITE
N E E Driver +
E Driver -
L |5 EMERGENCY & LED- eb
LED DRIVER B LED+ LAMP
PG E==f=== ) INDICATORLIGHT
==——=(1f TEST SWITCH

(The lamp power is less than 120W and the driver’s output current is less than 3A.)
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NOTE:EMBOO-TTWWW
00=Output Power;
TT=Sales Code;
WWW=0utput Voltage;
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(The lamp power is more than 120W and turn off wall switch before testing )
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