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Prepared by:

• Combination selectable single or double face configuration
• Swappable red/green lettering
• Wall, side, and ceiling mounting options
• Suitable for use in damp locations
• Durable injection molded ABS housing body
• Meets UL924 Listing requirements
• 90 minute battery runtime
• Meets NFPA 101 Life Safety Code, NED, OSHA requirements
• Rated input 1.2W, 120/277Vac 60Hz rating
• 5-Year Warranty

Notes: Date:

EXSA-DRG-W Series
LED Emergency Exit Sign

KEY FEATURES
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All values are nominal or typical values, measured under laboratory conditions  @ 25o C.
Actual performance may vary slightly as a result of end-user environment/application.

Weights/Dimensions

Features

L I G H T I N G

Stock Ordering Information and Specifications

5

11.6”

8.2”

1.8”

Item Length (in.) Width (in.) Depth (in.) Weight (lbs.)
EXSA-DRG-W 11.6 8.2 1.8 TBA

Catalog Logic Order # Voltage Wattage Runtime Color Temp Certification
EXSA-DRG-W 56020 120/277Vac 1.2 W 90 mins. White -32° F to 104° F UL/CUL

Edge-mount adapter for
ceiling or side knockouts

Standard rear backplate wall mount pattern

Red color LED output (default)

Green color LED output


