
Field-selectable CCT 
and Wattage control 
provides flexibility to 
installation and stocking

Easily install over 
standard junction box 
mounting screws

Durable impact-resistant 
PMMA lens, provides 
even smooth light 
distribution 

Hinged support leg 
allows for simple 
hands-free support of 
retainer ring during 
installation
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FMB
LED Double-Ring Flushmount Fixture
CCT&Wattage Select ▪ 5-yr Warranty

• EZCCT field-selectable CCT - 2700K, 3000K, 3500K, 4000K & 5000K @ >90 CRI
• EZWATT field-selectable Wattage - 3 steps, varied by models (see stock ordering information)
• Standard twist install keyhole slots for easy installation over standard ceiling junction box screws
• Suitable for dry or damp location installations
• Dimmable down to 10% with standard triac wall switch dimmers
• Minimum projected L70 lifetime 50,000 hours

KEY FEATURES
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All values are nominal or typical values, measured under laboratory conditions  @ 25o C.
Actual performance may vary slightly as a result of end-user environment/application.

Highlights Load Information Shipping Information

L I G H T I N G

CAN BE USED TO COMPLY WITH

HIGH EFFICACY LED LIGHT 
SOURCE REQUIREMENTS

2019 TITLE

PART 6 (JA8)
��

EFFICIENCY STANDARDS

Lumen Maintenance

Dimensions

Catalog Logic Order # Lumens Wattage LPW Color Temp CRI Voltage Dimming Certification

FMB12R12E92750 40100
1200 / 1050 / 
900 LM 

16 / 14 / 12 W 
select

75
2700K / 3000K / 
3500K / 4000K / 
5000K select

>90 120Vac Triac ETL

FMB16R22E92750 40101
2100 / 1800 / 
1600 LM 

24 / 21 / 18 W 
select

85
2700K / 3000K / 
3500K / 4000K / 
5000K select

>90 120Vac Triac ETL

Item
12" 2.2 lbs 1 item 14.8 lbs 6 units
16" 3.4 lbs 1 item 23.1 lbs 6 units

Unit Pack (single) Case PackInput Voltage
Power Factor >0.9

THD <20%

Low Temp Start -20°C (-4°F)

Max Temp 40°C (104°F)

12" 1.6 lbs

16" 2.5 lbs

120Vac

Item Weight
Model 
Series

Ambient
Temperature

TM-21 Lumen Maintenance
(50,000 hours)

FMB 25°C >70%

Profile Dimension 
A

Dimension 
B

12" 12-in. 2.75-in
16" 16-in 3.25-in

A

B
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L I G H T I N G

FMB
LED Double-Ring Flushmount Fixture

50,000 System Lifetime ▪ 5-yr Warranty

NOTES:


