


Installation 3: Slip Fitter Mount

3.1 Installed with Slip Fitter Mount (suitable for 80W,95W)(AM)

Step 1: Take the fixture out of package;

Step 2: Pass the rubber wire through the mounting head of the bracket and
secure it with an inner hexagon screw.(Watch out not to scratch the
wire); (figure 3.1)

Step 3: Run the rubber wire through the other holder and tighten it with the
hexagon socket screw.(Watch out not to scratch the wire).(figure 3.2)
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3.2 Installed with whole fixture (suitable for 80W,95W)

Step 1: Take the fixture out of package;

Step 2: Finish the wire connection according to the right mode of connection (pay attention to
positive wire, negative wire, and ground wire), and then put wire into lamp
pole;(figure 3.3)

Step 3: Loosen screws; Adjust fixture angles as per actual demands and
tighten screws later;Angles of the fixture is adjustable (pass the
bracket through mounting surface, fix it with screws, then connect the
wires as per proper wiring requirements.)(figure 3.4)
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Installation 4: Yoke Mount
4.1 Installed with yoke mount(suitable for all power of this series)
(suitable for 20W,35W,60W,80W,95W) (FM)

Step 1: Take the lamp out of package;(figure 4.1)
Step 2:Tighten the brackets and screws.(figure 4.2)

figure 4.1
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4.2 Installed with whole fixture(suitable for all power of this series)

Step 1: Take the fixture out of package;

Step 2: Finish the wire connection according to the right mode of connection
(pay attention to positive wire, negative wire, and ground wire).

(figure 4.3)
Step 3: Loosen screw; Adjust fixture angles as per actual demands and tighten

screws later.(figure 4.4),Tips:Angles of the fixture is adjustable
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Installation 5: trunnion Mount
5.1 Installed with trunnion mount(suitable for all power of this series)
(suitable for 20W,35W,60W,80W,95W) (YM)

Step 1: Take the lamp out of package;(figure 5.1)
Step 2:Tighten the brackets and screws.(figure5.2)

figure 5.1

5.2 Installed with whole fixture(suitable for all power of this series)
Step 1: Take the fixture out of package;
Step 2:Finish the wire connection according to the right mode of connection (pay

attention to positive wire, negative wire, and ground wire).(figure 5.3)
Step 3:Loosen screw; Adjust fixture angles as per actual demands and tighten screws

later.(figure 5.4),Tips:Angles of the fixture is adjustable
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Installation 6:Funtion adjustment

Step 1:0Open the metal plug and plastic plug counterclockwise with a screwdriver

Step 2: (figure 6.1) , then slide the switch up and down to adjust the power controller,
CCT controller or photocell controller in your demand. (figure 6.2)
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Step 3:After adjusting the required control function(figure 6.3), tighten the metal
plug and the plastic plug clockwise(figure 6.4).
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Installation 7:Optical Angle adjustment

1. Take the lamp out of the packing box, take out the handle configured in the packing
box,and insert itinto the slot of the knob.(figure 7.1)

2. Adjust the handle to the desired Angle by turning it left and right, as shown in the

picture.(figure 7.2)
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