
JOB NAME: ____________________________ 

         DATE: ____________________________ 

          TYPE: ____________________________ 

DIMENSIONS: 

Ideal for airport, auto dealership, corporate and office, education,  
government,  healthcare, industrial and warehouse, municipal, parking , 
gas station and convenience stores, recreation and public venues,  
restaurants and hospitality, retail and grocery. 

 

ELECTRICAL SPECIFICATIONS: 

• Voltage: 100~277VAC, 50/60Hz 

• Wattage: 120W 

• Power Factor: 0.95 

• Efficacy: 135LM/W 

LIGHTING SPECIFICATIONS: 
• LED: Philips Lumileds LEDs 

• Optical Lens: High transmittance PC, Anti-UV & fire 
resistant 

• Offer plug-&-play programmable Bi-Level PIR Motion 
sensor with optional Remote Control and Emergency 
Backup options 

• Total lumens: 16300LM 

• Color temperature: 5000K 

• Color rendering index: >70 

• Beam Angle: 100°X100° 

HOUSING SPECIFICATIONS: 

• ADC12 Aluminum alloy, outdoor powder coated 

• Operating Temperature: -40°F~104°F 

• Lifespan: 70000 hrs. 

• IP Rating: IP65, Suitable for wet locations 

WARRANTY: 7 years 

CERTIFICATIONS: UL, DLC 

MODEL WATTS VOLTAGE LUMENS COLOR TEMP 

GSS-120W-50K 120W 100~277VAC 16300LM  5000K 
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GSS-120W-50K 
LED GAS STATION/CANOPY LIGHTS 

WESTGATE MFG., INC.                                              • Phone (877) 805-2252 • Fax (877) 809-2252 

Shown with optional sensor 

(Not included) 

OPTIONAL ACCESSORIES: 

MODEL DESCRIPTION 

SK618  Outdoor PIR Multi-Level Programmable Motion Sensor Controls 0-10V LED 

Drivers - 120-277V AC 

SK618-RC  Needed to set SK618  

SK618 SK618-RC  


