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city®RCH Roadway Lighting
LED Cobrahead | LRDW SERIES

COMMERCIAL GRADE

..

Glass  POWERFACTOR WARRANTY BASED IN USA

(VL) us KeE lighting®
Product Features R o FC it o e R
© Easy Installation and Low Maintenance Cost APPLICATIONS
©® Light-Body Die-Cast Aluminum Alloy Frame (>) Roadway/Street Lighting
© 1P66-Rated, Surface Electrostatic Spray Treatment Highway Overpass

. . . >) | Lighti
© Assymetrical Tempered Optical Lens for Optimum Footcandle 2) General Outdoor Lighting

ROAD SURFACE TYPE

(>) Cement
(>) Asphalt

USAGE ENVIRONMENT

) Street-Side Pole Mount
AirBraid® Passive Heatsink 26~40FT Mount Height

Assymetrical Optical Lens Material (1K08) -5~5° Adjustable Angle
Photocell (Optional) (>) 5:1 Distance Ratio
Salt-Water, Coastal-Rated Anti-Rust Frame ® Mounting Rod O.D.Tenons:
Streamlined Ultrathin Design 1.9" ~2.8"

©® Low-Profile Streamlined Ultrathin Design
© Replaces Up to 400W Metal Halide Equal
© Optional Photocell, 0-10V Dimmable
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The city®RCH roadway luminaires follow the traditions

of light-body aluminum alloy frame and quick access to
driver, light engine, and other essential components for
CEVARET I CIET (R

With a streamlined ultra-thin design for wind-resistence, .. 1 ik by !

surface electrostatic treatment for coastal application, e " r
Roadway/Street Lighting Coastal, Highway Overpass

the LRDW-series ideal for roadway lighting. ~NsSS

Easy Installation & Low Maintenance Features

Mounting Rod Adaptor Sizes (Optional)

1.9"—

2.4”

A L

24 —to—19" 24 —to—3.0”

Specification & Technical Data (LRDW-Series Roadway Luminaire)
PHOTOMETRY OPERATING (°F) AMBIENT (°F)
DISTRIBUTION HUMIDITY (%RH)  HUMIDITY (%RH)

DIMMABLE

MODEL WATTS / WATTS EQV. LUMEN VOLTAGE CRI Power Factor

-15°F - 115° -40°F - 190°F
2700K | 3000K | 3500K | 4100K | 5000K | 6500K - > i y

LRDW30 | | | | | 30W / 70W HPS 4,000LM 100-277V >70 >95 Type Il AR e Optional | 0-10V
-15°F - 115° -40°F - 190°F

LRDW. 2700K | 3000K | 3500K | 4100K | 5000K | 6500K W / 200W HP: 10,400LM 100-277V >7 Type lll ional | 0-10V

80 | | | | | 80W / 200! S 0,400 00 0 >95 ype AT e Optional | 0-10!

-15°F - 115° -40°F - 190°F

LRDW120 2700K | 3000K | 3500K | 4100K | 5000K | 6500K 120W / 325W HPS 15,600LM 100-277V >70 >95 Type Il Optional | 0-10V
10% - 95%F <95%
-15°F - 115° -40°F - 190°F

LRDW150 2700K | 3000K | 3500K | 4100K | 5000K | 6500K 150W / 400W HPS 19,500LM 100-277V >70 >95 Type Il Optional | 0-10V
10% - 95%F <95%
-15°F - 115° -40°F - 190°F

LRDW1 2700K | 3000K | 3500K | 4100K | 5000K | 6500K  180W H 23,400L1 100-277 > Type lll i -1

RDW180 | | | | | 80W / 400W HPS 3,400LM 00-277V 70 >95 ype B i Optional | 0-10V
-15°F - 115° -40°F - 190°F

LRDW220 2700K | 3000K | 3500K | 4100K | 5000K | 6500K  220W / 400W HPS 28,600LM 100-277V >70 95 Type lll Optional | 0-10V

| | | | | / > ype 10% - 95%F e ptional |

-15°F - 115° -40°F - 190°F )

LRDW270 2700K | 3000K | 3500K | 4100K | 5000K | 6500K  270W / 400W HPS 35,500LM 100-277V >70 >95 Type lll Optional | 0-10V
10% - 95%F <95%

Ordering Information: To specify the correct model number, add "-xx", where "xx" is the first two numerial digits of the CCT (i.e., LRDW30-27 for 30W & 2700K LRDW-roadway luminaire).

Mechanical Drawing:

MODEL Series WEIGHT (lb)

LRDW30

LRDWS80

LRDW120

LRDW150

LRDW180

LRDW220

LRDW270
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