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Replace

Widely replace HID/HPS/MH/CFL

Parameter

8940~
9150LM 

NS-GLA60W-01 550g60W

NS-GLA20W-01

30W

3150~
3400LM 

485g E26/E27/

E39/E40

NS-GLA30W-01

20W

40W

50W

4800~
4946LM 

7590~
7711LM 

6180~
6300LM 

485g

550g

550g

NS-GLA40W-01

NS-GLA50W-01

Model Power N.W.
  

BaseLumens
   (LM)

E26/E27/

E39/E40

E26/E27/

E39/E40

E26/E27/

E39/E40

CTN
size

φ560x430x390mm
φ22.05x16.93x15.35in

φ560x430x390mm
φ22.05x16.93x15.35in

φ560x430x390mm
φ22.05x16.93x15.35in

φ560x430x390mm
φ22.05x16.93x15.35in

φ560x430x390mm
φ22.05x16.93x15.35in

24pcs/CTN

24pcs/CTN

24pcs/CTN

24pcs/CTN

24pcs/CTN

CTN
quantity

  

E26/E27/

E39/E40

E26/E27 E39/E40

50,000 hours Lifespan 80% Energy saving over HID lamp 

• 360 degree beam angle.

 • Widely replace the CFL/MH/HID/HPS. 

• No RF interference,No IR/UV 
  radiation,No mercury pollution.

• AC 100-277V,CCT 3000~6800K.

• Die cast aluminum heat sinker and
  active air exchanging cooling system 
  to speed up heat dissipation. 

E470558

TM

LED Product Partner

5 years
warranty

CRI
>80

LED garden light

150
LM/W
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Product details

Applications

Istallation

the screws for the cup

the screws for the driver

top plate

heat sinker

the screws for the top plate

top aluminum plate

2835 chip on top plate

base

cup

driver

cooling fan

fan fixed plate

side aluminum plate
2835 chip on side plate

screws for side plate

thermal paste

This lamp could replace the traditional 
lamp directly. 

High light efficiency Epistar 2835 SMD,
Sunon cooling fan,die casting Aluminum 
heat sinker design 

Suitable for different traditional light 
fixture with easy installation.

Canopy Lighting,High/Low bay Lighting, Road Lighting etc.

Note:    Please remove or passby original ballast, capacitor or starter, when replace the HID/HPS/MH.

Replace HPS/MH

E39/E40/E26/E27

HPS

starter starter
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