LIGHTING WHOLESALE, INC.
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LED Corn light series

30W/40W/50W/60W/80W/100W/
120W/150W/180W/200W

e A2

5 DLCUL/CUL Llist.
= Dust and fire-proof, IP64.

= Superior heat dissipation, more than 50,000 hours lifespan, 5 years warranty.

£ 293
= No UV and IR radiation, green product. o
= Not suitable for dimmers ,electronic switches and remote controls . E
= Widely replace HID/HPS/MH/CFL. E
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Parameter
Model ~ Power  "4Me"S  Voltage Luminous EF. CCT(K) ) CRI SMD  Weight  Base
NSWLC3OW0T 30w 4500LM  Aci00-277v  150lm/W  2500-7000Kk ~ P100XT92mm gy oe35  503g  E26/E27/
+200LM ©3.94x7.56in E39/E40
6000LM @100x212mm o0 ooar E26/E27/
NSWLCAOW-01  40W a200m  AC100277V 150m/W  2500-7000K (3 948 34in 550g E30/E40
7500LM ] @100x227mm o0 Hgas 606 E26/E27/
NS\WLCEOW01  50W To00LM  AC100277V  150Im/W  2500-7000K  oags s g CaoEa0
NSWLCEOW.01 8600LM : 2500-7000k ~ 100x252mm gy 2835 674 E26/E27/
60W BO00LM Act00-277v  150Im/W 03.94%9.02in 9 e
NSWLCBOW:01 ~ 80W 112833'&/1\" AC100277V  150lm/W  2500-7000K $;‘°’102XX21%3;"522 >80 2835 994g E39/E40
130x293
NSWLC100/01 100w 15000EM - AC100-277V  150Im/W  2500-7000K $5'1 o1 aqn >80 2835 1107g  E39/E40
Nswicrzowor 120w 18000LM - aciooa77v  1s0mw  2500-7000k $;3’1°2’f’1223;’2':1 >80 2835 12069  E39/E40
NSWLCI50W-01  150W fggggkﬂ"" AC100277V  150lm/W  2500-7000K &133102)(315333,1;" >80 2835 1450g  E39/E40
27000LM R @130x373mm 80 2835
NswLCteowor 1gow  27080NM  AC100-277v  150Im/W  2500-7000K  PoSCRRRE > 15169  E39/E40
30000LM g R $®130x403mm
NswLczoowor 200w 39000LM - actoo277v 1somw 25007000k SETESETL -80 2835 16229  E39/E40

Replace

Traditional light
) ) (HPS/HID)
LED Corn light series

REPLACE REPLACE REPLACE REPLACE REPLACE REPLACE REPLACE REPLACE REPLACE REPLACE

100w ([ 190w | 175w | 200w (| 300w | 400w | 430w | 600w | 700w | 800w

HID/HPS HID/HPS HID/HPS HID/HPS HID/HPS HID/HPS HID/HPS HID/HPS HID/HPS HID/HPS




