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choose from 3 different  
color temperatures

order without controls,  
with basic sensor, or advanced                 

Bluetooth mesh control

03.03.21 Information is subject to change without notice.

WARRANTY OPTIONAL
MOTION SENSOR
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* 2FT set to 5000K = 140 LPW
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PART #  UPC WATTAGE LUMENS  LPW                  CCT (K)**                          DLC CODE 

 RP-B-LS-2FT-25L-840-FC 844006061258  20W 2670 137            3500/4000/5000K                 PGUXC6L5 

 RP-B-LS-2FT-25L-840-FC-OCC* 844006061265 20W 2670 137            3500/4000/5000K                 PGUXC6L5 

 RP-B-LS-4FT-40L-840-FC 844006061319 32W  4250 134            3500/4000/5000K                 PIP65N0N 

 RP-B-LS-4FT-40L-840-FC-OCC* 844006061326 32W 4250 134            3500/4000/5000K                 PIP65N0N 

flexCOLOR 
switch on    
each unit

•  Ability to daisy chain multiple fixtures together.

•  -OCC option comes with an integrated microwave 
sensor. 

•  Two installation options: suspended and  
surface mounted. 

•  flexCOLOR allows for a reduction in stocked skus.

•  Great for schools, hospitals, grocery stores, offices 


