
LED BACK-LIT PANEL LIGHT（PB2 SERIES） 

Power: 3WSize CCT: 3CCTP

Project Name:

Date:  Note: 

CW

Slide switch for 

power selection

Slide switch for 

color selection

Specifications

Model No.
HYA-PB2-1X4-40W-H-

TWCCT

HYA-PB2-2X2-40W-H-

TWCCT

HYA-PB2-2X4-72W-H-

TWCCT

HYA-PB2-2X2-40W-H-

TWCCT(XX)

HYA-PB2-2X4-72W-H-

TWCCT(XX)

HYA-PB2-2X2-40W-H-

TWCCT (EM)

HYA-PB2-2X4-72W-H-

TWCCT(EM)

Size 1'x4' 2'x2' 2'x4' 2'x2' 2'x4' 2'x2' 2'x4'

Feature LED Panel Backlit LED Panel Backlit  With Sensor Base
LED Panel Backlit  

With Emergency Back-up Battery

Wattage
30W/40W/50W

/60W/72W

20W/25W/30W/35W/

40W 

30W/40W/50W

/60W/72W

20W/25W/30W/35W

/40W 

30W/40W/50W

/60W/72W

DLC ID P2U165MP S-HRQP59 S-FL8HZW S-HRQP59 S-FL8HZW S-HRQP59 S-FL8HZW

Lumens 5200 LM @40W 9360 LM @72W 5200 LM @40W 9360 LM @72W 5200 LM @40W 9360 LM @72W

Rated Input 

Voltage(V)
120-277V

Dimming 0-10V Dimmable

CCT 30K/35K/40K/50K/65K Selectable

CRI ≥80

Power  Factor >0.9

Beam Angle (°) 110°

Lumen Efficiency 130 Lm/W

Working 

Temperature

Environment 

Location
IP 20 – Indoor Only

Lifespan L u m e n  M a i n t e n a n c e  o v e r  7 0 %  @  5 0 , 0 0 0 +  H o u r s

Lampshell White

PC/ Master Pack 2

Features

Optional Accessories

• UL&DLC Listed. Suitable for damp locations.

• More than 50% energy savings compared to traditional

fluorescent fixtures.

• Reduce SKUs with Power Select and Color Select switches,

allowing quick selection of 5 lumen outputs and 5 color

temperatures on one model.

• Easy installation for new construction and retrofits. Fits

standard T-grid ceilings for recessed installation and

supports surface or suspended mounting with optional

accessories.

• Optional plug-and-play motion and daylight harvesting

sensors for enhanced energy savings.

Application:  Offices, Schools, Showrooms, Airports, Retail and 

Healthcare Facilities…

20W/25W/30W/35W/40W

- 1 3 ° F ~ +113 °F / - 25°C ~ +45°C

Emergency Back-Up Sensor

http://www.honyalighting.com/


LED BACK-LIT PANEL LIGHT (PB2 SERIES)

Ordering Code Definition

P

Project Name:

Date:  Note: 

FEATURE

Power TW

Company
Code

Product Size Power: H TW CCT Suffix

HYA PB2:

LED Backlit Panel

1'x4’

20W/25W/30W/35W/40W 
120-277V Tunable Wattage 30K/35K/40K/50K/

65K

XX: With Sensor Base
MS: With motion Sensor

EM: with Emergency Back-
up Battery 

2’x2'

2'x4’ 30W/40W/50W/60W/72W

Example: HYA-PB2-1X4-40W-H-TWCCT

Model NO
HYA-PB2-1X4-

40W-H-TWCCT

HYA-PB2-2X2-

40W-H-TWCCT

HYA-PB2-2X4-

72W-H-TWCCT

HYA-PB2-2X2-

40W-H-TWCCT

(XX)

HYA-PB2-2X4-

72W-H-TWCCT

(XX)

HYA-PB2-2X2-

40W-H-TWCCT 

(EM)

HYA-PB2-2X4-

72W-H-TWCCT 

(EM)

Package Size
1265X95X360mm
49.8”x3.74”x14.17”

655X95X660mm
25.79”x3.74”x25.98”

1265X95X660mm
49.8”x3.74”x25.98”

655X95X660mm
25.79”x3.74”x25.98”

1265X95X660mm
49.8”x3.74”x25.98”

655X95X660mm
25.79”x3.74”x25.98”

1265X95X660mm
49.8”x3.74”x25.98”

”

Package Weight
4.45kg / 9.81LBS 4.71kg / 10.38LBS 9.22kg / 22.33LBS 4.71kg / 10.38LBS 9.22kg / 20.33LBS 5.5kg / 12.13LBS 10.4kg / 22.93LBS

Package CBM 0.043263 0.041069 0.079316 0.041069 0.079316 0.041069 0.079316

40GP Capacity
(PCS)

~2680 ~2820 ~1460 ~2820 ~1460 ~2820 ~1460

40HQ Capacity
(PCS)

~3140 ~3310 ~1710 ~3310 ~1710 ~3310 ~1710

40HQ Capacity
(PCS)

~3600 ~3790 ~1960 ~3790 ~1960 ~3790 ~1960

Package Information

Product Dimensions

http://www.honyalighting.com/


LED BACK-LIT PANEL LIGHT (PB2 SERIES)

Examples: HY-PB2-2X4-72W-H-TWCCT

Company Code Product PowerSize CCT

P

Project Name:

Date:  Note: 

FEATURE

1. Remove the knock down hole on box by screwdriver 2. Connect the wire as the picture showing

Photometric Report

P

Installation

Read Before Installation:

Always follow basic safety precautions when installing. These include:

1. Carefully read all instructions prior to installation.

2. Professional installation and maintenance are required for this LED panel.

3. Use only a dedicated external LED driver to power the LED panel.

4. Disconnect the power supply before installation or maintenance.

5. Ensure all wires are properly connected before powering on the device.

6. Provide sufficient space for heat dissipation.

7. Never cover the luminaire with heat insulation mats or slim layer materials.

8. IP40 rating is for indoor use only (not suitable for damp locations); IP54 rating is for indoor damp 

locations.

9. Operating temperature: -10°C to +45°C. Avoid direct sunlight.

10.Store in cool, dry conditions.

Installation Procedure

http://www.honyalighting.com/


LED BACK-LIT PANEL LIGHT (PB2 SERIES)

EXAMPLE: HY-PB-2X2P-3W3CCT

Company Code Product Power: 3WSize CCT: 3CCT

P

Project Name:

Date:  Note: 

FEATURE

Wiring Guide

http://www.honyalighting.com/


LED BACK-LIT PANEL LIGHT (PB2 SERIES)

EXAMPLE: HY-PB-2X2P-3W3CCT

Company Code Product Power: 3WSize CCT: 3CCT

P

Project Name:

Date:  Note: 

FEATURE

1. Remove the knock down hole on box by screwdriver 2. Connect the wire as the picture showing

Recessed Mounted

Suspended Mounted

http://www.honyalighting.com/


LED BACK-LIT PANEL LIGHT (PB2 SERIES)

EXAMPLE: HY-PB-2X2P-3W3CCT

Company Code Product Power: 3WSize CCT: 3CCT

P

Project Name:

Date:  Note: 

FEATURE

1. Remove the knock down hole on box by screwdriver 2. Connect the wire as the picture showing

Recessed Mounted

Surface Mounted

http://www.honyalighting.com/


LED BACK-LIT PANEL LIGHT (PB2 SERIES)

EXAMPLE: HY-PB-2X2P-3W3CCT

Company Code Product Power: 3WSize CCT: 3CCT

P

Project Name:

Date:  Note: 

xxW

xxW  xxW

CW
DL

FEATURE

1. Remove the knock down hole on box by screwdriver 2. Connect the wire as the picture showing

Sensor Light Instruction

Dimming Function

http://www.honyalighting.com/


LED BACK-LIT PANEL LIGHT (PB2 SERIES)

EXAMPLE: HY-PB-2X2P-3W3CCT

Company Code Product Power: 3WSize CCT: 3CCT

P

Project Name:

Date:  Note: 

xxW

xxW  xxW

CW
DL

FEATURE

1. Remove the knock down hole on box by screwdriver 2. Connect the wire as the picture showing

Emergency LED Driver Installation

http://www.honyalighting.com/
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